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JOINT AIRDROP INSPECTION RECORD (JPADS-EXTRACTED)
CHECK ONLY ITEMS APPLICABLE TO YOUR SPECIFIC LOAD
INSPECTION
BEFORE
AFTER
13. EXTRACTION PARACHUTE RIGGING
A. CORRECT SIZE, BAG CLOSING TIES CORRECT
B. EXTRACTION PARACHUTE PROPERLY POSITIONED AND SECURED
C. SAFETY LOOP, PENDULUM LINE PROPERLY ROUTED AND SECURED
D. EXTRACTION LINE AND PARACHUTE ADAPTOR WEBS ATTACHED TO 
LINK AND SAFETIED
14. EXTRACTION LINE BAG (ELB) RIGGING
A. EXTRACTION LINE CORRECT LENGTH AND LOOP
B. EXTRACTION LINE SECURED TO PROPER RECESS
C. ELB PROPERLY PACKED, BAG CLOSING TIES CORRECT
D. ELB PROPERLY POSITIONED AND SECURED
E. EXTRACTION LINE CONNECTED TO EXTRACTION SYSTEM
15. DROGUE PARACHUTE, LINE AND TOW PLATE RIGGING
A. CORRECT SIZE, BAG CLOSING TIES CORRECT
B. SAFETY LOOP, PENDULUM LINE PROPERLY ROUTED AND SECURED
C. EXTRACTION LINE AND PARACHUTE ADAPTOR WEBS ATTACHED TO LINK AND SAFETIED
D. DROGUE LINE CORRECT LENGTH AND LOOP
E. DROGUE LINE PROPERLY PLACED AND SECURED, INSERTED INTO CLIPS (AS REQUIRED)
F. DROGUE LINE CONNECTED AND SAFETIED TO JETTISON LINK
G. EXTRACTION LINK INSTALLED, CAM FOLLOWERS OVER AND FLUSH AGAINST THE LINK
16. DROGUE EXTRACTION SYSTEM (DES) RIGGING
A. ELB BRIDLE ATTACHED TO EXTRACTION LINK
B. ELB BRIDLE ATTACHED TO ELB (6 PLACES) AND PARACHUTE DEPLOYMENT BAG
C. PARACHUTE(S) CLUSTERED AND TIED TO ELB
D. PARACHUTE(S) BAG CLOSING TIES AND MINI-KNIVE(S) INSTALLED AND SAFETIED
E. KNIFE LANYARD(S) CORRECT LENGTH , ATTACHED TO CONNECTOR LINK
F. PARACHUTE ADAPTOR WEB(S) ATTACHED TO CONNECTOR LINK
G. MAIN EXTRACTION LINE ATTACHED TO CONNECTOR LINK, CONNECTOR LINK SAFETIED TO PARACHUTE(S), TIED TO PROPER PLACE
H. EXTRACTION LINE CORRECT LENGTH AND LOOP, PROPERLY PACKED, BAG CLOSING TIES CORRECT
I. PARACHUTE(S) AND ELB POSITIONED CORRECTLY AND SECURED
J. EXTRACTION LINE CONNECTED TO EXTRACTION SYSTEM
17. SEQUENTIAL LOAD EXTRACTION PARACHUTE(S) AND ELB
A. CORRECT SIZE, BAG CLOSING TIES CORRECT
B. PROPERLY PLACED, ATTACHED TO LOAD
C. PENDULUM LINE/SAFETY LOOP PROPERLY ROUTED AND SECURED
D. EXTRACTION LINE ATTACHED TO PARACHUTE, SAFETIED TO LOAD
E. ELB PROPERLY PACKED, POSITIONED/SECURED, AND CONNECTED TO 
EXTRACTION SYSTEM
18. EXTRACTION PARACHUTE JETTISON SYSTEM
A. EXTRACTION LINE KEEPER INSTALLED IN EXTRACTION LINE AND SAFETIED, INSTALLED CORRECTLY IN EXTRACTION PARACHUTE JETTISON DEVICE (EPJD), RETAINER NUT SECURED
B. EPJD CONNECTED TO EXTRACTION SYSTEM AND COVER INSTALLED, Y CONNECTOR INSTALLED, CABLES CONNECTED AND SECURED, FLY AWAY PIN REMOVED (EPJD-H)
CHECK ONLY ITEMS APPLICABLE TO YOUR SPECIFIC LOAD
INSPECTION
BEFORE
AFTER
19. EXTRACTION FORCE TRANSFER COUPLING (EFTC)
A. ACTUATOR BRACKET SECURED TO PLATFORM
B. ACTUATOR MOUNTED, PINS INSTALLED AND SEATED
C. RELEASE CABLE ATTACHED TO ACTUATOR, CABLE CLEVIS PINS INSTALLED
D. ACTUATOR ARM SAFETY PIN INSTALLED, ACTUATOR REMOVED FROM 
MOUNTING BRACKET AND PLACED INBOARD FOR LOADING
E. ACTUATOR ARM SAFETY PIN REMOVED AND STOWED
F. RELEASE CABLE CORRECT LENGTH, PROPERLY ROUTED, AND SAFETIED
G. LATCH AND ADAPTOR SECURED TO LOAD, COULPING LINK FULLY SEATED
H. LATCH LOCKED, INDICATOR MARKS ALIGNED, RELEASE CABLE ATTACHED, 
CLEVIS PIN INSTALLED
I. DEPLOYMENT LINE CORRECT LENGTH AND LOOP, ATTACHED TO EFTC 
LINK AND CLEVIS, PROPERLY ROUTED AND SAFETIED, PARACHUTE BRIDLE ON 
CLEVIS, CLEVIS SECURED
20. PARACHUTE SYSTEM
A. PARACHUTE SYSTEM INSTALLED PROPERLY ON LOAD, RESTRAINT 
STRAPS INSTALLED
B. RESTRAINT STRAPS PROPERLY ROUTED, RELEASE KNIVES SAFETIED AND 
SECURED
C. RELEASE STRAP(S) PROPERLY ROUTED, ATTACHED TO MEDIUM CLEVIS
D. PARACHUTE ATTACHED TO AGU
E. SUSPENSION SLINGS ATTACHED TO AGU
F. CONTROL LINES INSTALLED ON BRAKE CLEATS AND SPOOLS (IF VISIBLE)
21. AGU ITEMS
A. AGU ACTIVATION CABLE INSTALLED AND SAFETIED
B. AGU POWER SWITCH "ON"
C. AGU LCD STATUS CHECKED - "READY TO FLY" (SEE INSTRUCTIONS)
D. AGU SOFTWARE CHECKED (SEE INSTRUCTIONS)
E. MIL-GPS INSTALLED AND KEYED
F. AGU POWER SWITCH "OFF"
G. ANNOTATE DROP DATE on MIL-GPS ACCESS PANEL COVER (mm/dd/yyyy)
22. SUSPENSION SLINGS
A. ATTACHED TO CONFLUENCE POINT
B. CONFLUENCE POINT POSITIONED CORRECTLY AND SECURED TO LOAD
C. CORRECT LENGTH AND LOOP, ATTACHED TO PLATFORM / LOAD
D. PROPERLY PADDED, ROUTED, SAFETIED, AND SECURED
23. GENERAL ITEMS
A. LASHINGS UNIFORM TENSION, PROPERLY ROUTED, BINDERS SAFETIED
B. ACCOMPANYING LOAD SECURED
C. HONEYCOMB FLUSH AGAINST LOAD, GOOD CONDITION, PROPERLY ARRANGED
D. PLATFORM AND SIDERAILS NOT DAMAGED OR BOWED, C/B CLEARLY MARKED
E. EMERGENCY RESTRAINT PROVISIONS ON PLATFORM (AS REQUIRED)
F. EPJS POWER "ON" CONTINUITY CHECKED
24. HAZARDOUS MATERIAL CERTIFIED IAW AFMAN 24-204(I)/TM 38-250
25. AERIAL DELIVERY SYSTEM (ADS) LOCKS
26. BEFORE LOADING INSPECTION
Date/Time Completed
A. TRANSPORTED FORCE INSPECTOR
UNIT
NAME (Last, First, MI)
SIGNATURE
B. AIRLIFT UNIT INSPECTOR
UNIT
NAME (Last, First, MI)
SIGNATURE
27. AFTER LOADING INSPECTION
Date/Time Completed
A. TRANSPORTED FORCE INSPECTOR
UNIT
NAME (Last, First, MI)
SIGNATURE
B. AIRLIFT UNIT INSPECTOR
UNIT
NAME (Last, First, MI)
SIGNATURE
C. AIRCREW LOADMASTER
UNIT
NAME (Last, First, MI)
SIGNATURE
DD FORM 1748-8 (JPADS – EXTRACTED) INSTRUCTIONS
Complete Joint Airdrop Inspection Record (JPADS-EXTRACTED) as required by AR 59-4 / OPNAVINST 4630.24D / AFJ 13-210(I) / MCO 13480.1D, and as detailed below:
Item 1. Enter the designation and geographic location of the military unit responsible for the equipment being tendered for airdrop. Example: ADFSD Ft Lee, VA.
Item 2. Enter the unit of aircraft commander (complete during after-loading inspection). Example: 99 AS.
Item 3. Enter the departure location for this sortie. Example: Langley AFB, VA.
Item 4. Enter the model and series of aircraft airdropping the equipment. Example: C-130H.
Item 5. Enter the complete serial number (tail number) of the aircraft airdropping the equipment (complete during after-loading inspection). Example: 92-0999.
Item 6. Enter the nomenclature of the equipment tendered for airdrop. If additional space is required for mixed pieces of equipment, enter “See Remarks” and describe the entire load in item 28, Remarks. Example: HMMWV, ammunition, petroleum.
Item 7. Enter the publication number and specific chapter utilized in rigging the platform tendered for airdrop. Example: TM 4-48.03 Chap 2.
Item 8. For a single load enter "1". For sequential loads dropped on the same pass use the following as an example: For a three-platform load, the first platform loaded is load # 3 and the last platform loaded is # 1. A separate form will be used for each platform. The last platform loaded will be "1 of 3" on the first set of forms. The first platform loaded will be "3 of 3" on the last set of forms, (complete during after-loading inspection).
Item 9. Enter the total rigged weight of the platform, air items, and accompanying load as they appear on the load data tag.
Item 10. Enter the platform or load length which ever is greater.
Item 11. Enter the width of the platform or load which ever is greater.
Item 12. Enter the height of the platform and load from the bottom of the platform to the highest point on the load.
Items 13. through 24. Enter an "X" for each applicable item. Enter “N/A” for non-applicable items. NOTE: if an entire major area is not applicable, it may be crossed out (Z).
Items 13. and 14 are for non-Drogue Extraction System (DES) extractions, such as C-130H. If items 13 and 14 are used, do not use items 15 and 16.
Items 15. and 16 are for Drogue Extraction System (DES) extractions, such as C-130J, MC-130J and C-17. If items 15 and 16 are used, do not use items 13 and 14.
Item 17. is for sequential platforms.
Item 18. is used with the Extraction Parachute Jettison System (EPJS).
Item 18-A. is used for EPJD-L.
Item 20-F. This item, as it is rigged presently, is not fully visible for inspection. The cleats can be felt for their presence, but the brake cleat ties cannot be seen.
Item 21-C. Battery level checked. "Ready to Fly" and "Caution" screens are acceptable. "Fatal Error" screen is not acceptable and load will be rejected/not airdropped
Item 21-D. Verify AGU software version via the "Setup" screen which is an auxiliary screen accessible from the "Rigging" screen
Item 21-E&G. Applies only when MIL-GPS is installed. The performing JAI will annotate the Drop Date on the MIL-GPS Access Panel Cover (format: mm/dd/yyyy)
Item 23D. If the platform bottom was not checked on the before loading inspection, check it during loading by watching it go from the loading vehicle to the airplane.
Item 24. Hazardous material certification. Ensure the user has certified the hazardous material and the proper forms are available.
Item 25A. Inspect all locks engaged in the platform for each pass and enter the lock number(s) and lock setting(s). Example: 9 and 10, 2.75.
Item 25B. Identify the lock(s) pinned out (C-130) or retracted (C-17) beside and aft of the load. Example: 8 and 11.
Item 26. Enter the local time and date of inspections. All entries must be complete and legible. Both the Transported Force and the Airlift Unit inspectors certify completion of the inspection. When the load is delivered to the aircraft, the aircrew loadmaster will ensure all items 1 through 12 are entered and correct, and ensure all checks in the before loading column (items 13 through 24) are entered. Ensure items 26 A and B are complete.
Item 27. Enter local time and date of inspection. All entries must be complete and legible. Both inspectors must certify completion. NOTE: After all inspections are completed, the aircrew loadmaster ensures that all applicable columns have been checked and affixes their signature certifying completion of all inspection requirements.
Item 28. Enter any comments pertaining to the load, loading difficulties encountered, reason for rejection of the load or any other facts concerning the load or delays. When in-flight rigging is used, it will be annotated in this block also.
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